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Kabelwartels Progress® messing voor
vlakke kabels

Kabelwartels Progress® messing voor vlakke kabels

Type goedkeuring: Progress MS FK

· Enkelvoudig afdichtingselement
· Niet volledig geïsoleerd
· Verkrijgbaar met dichtingselement volgens EN 45545 / NFPA 130. Gelieve bij
informatieverzoeken of bestellingen een F voor het artikelnummer te plaatsen.

Artikelnummer: 1301.32.220.080

EAN: 7611614130613

Verpakkingshoeveelheid: 25

Afmetingen / Vorm

Schroefdraad: M32x1.5

Sleutelwijdte: 36 mm

 Afmeting H: 28 mm

Schroefdraadlengte L: 13 mm

Aansluitingen / Invoeringen

Plat kabel max. Ø: 22.0x8.0 mm

Platte kabel min. Ø: 19.0x5.0 mm

Klemtechniek: Compressietechniek

Uitrusting

Type schroefdraad: metrisch

Schroefdraadlengte: lang

Keuringen / Certificeringen

Beschermingsklasse: IP68

VDE: Ja

Opslag / Installatie / Gebruik

Gebruikstemperatuur min.: -40 °C

Gebruikstemperatuur max.: 100 °C

Montage-instructies Certificaten

Planningsgegevens

1/1

www.helia-elektro.be
https://www.kaisergroup.com/nl-HELIA/redirect/article/1301.32.220.080
https://www.kaisergroup.com/nl-HELIA/redirect/article/1301.32.220.080?a=inst
https://www.kaisergroup.com/nl-HELIA/redirect/article/1301.32.220.080?a=inst
https://www.kaisergroup.com/nl-HELIA/redirect/article/1301.32.220.080?a=cert
https://www.kaisergroup.com/nl-HELIA/redirect/article/1301.32.220.080?a=cert
https://www.kaisergroup.com/nl-HELIA/redirect/article/1301.32.220.080?a=plan
https://www.kaisergroup.com/nl-HELIA/redirect/article/1301.32.220.080?a=plan

